Exhibit VII-2

SAMPLE
REHABILITATION WORK WRITE-UP
EXTERIOR



Remove existing roof down to decking. Replace any deteriorated and/or missing decking with 1/2” plywood. Roof house with 15 lb. felt and 20-year fiberglass shingles. Lace all valleys and trim all edges evenly 1” beyond fascia boards.



Replace/repair/remove existing chimneys/flues as follows:



Replace/repair all deteriorated fascia boards, trim, soffits, corner boards and related items.



Prepare surface and paint entire exterior of house with two coats.



Paint all exterior trim work with two coats.



Scrape and apply one coat of oil base exterior primer and two coats of semi—gloss latex enamel. (Sherwin Williams or approved equal.)



Replace/repair all defective siding with materials to match as near as possible.



Properly install 50-year vinyl siding over foil under-layment. Include all soffits and fascia, including window fascia and underneath porch. Cover gable vents with vented mat. Owner to have option of color.



Replace/install approximately 

linear feet of 5” gutters with 4” downspouts complete with elbows in the following locations:







.

FRONT PORCH



Replace floor using 5/4” X 6” treated flooring material.



Install handrail using pressure treated 2” X 4” material or metal.



Repair/replace porch ceiling as required using matching materials.

VII-35



Replace/repair/install steps.



Prepare surface and paint with two coats of exterior porch deck enamel.

BACK PORCH



Replace floor using 5/4” X 6” treated flooring material.



Install handrail using pressure treated 2” X 4” material or metal.



Repair/replace porch ceiling as required using matching materials.



Replace/repair/install steps.




Prepare surface and paint with two coats of exterior porch deck enamel.

FOUNDATION



Install louvered vents in existing openings.



Install louvered vents every 8-10’ where possible.



Repair/replace all missing concrete blocks in existing foundation.



Install access door to crawl space. Door to have two hinges and barrel bolt or hasp lock. Paint to match curtain wall or wall covering.



Underpin the house with concrete blocks in the following locations:



WINDOWS



Replace/repair deteriorated window trims, sills, and jambs.



Replace/repair/install a single-hung window complete with all necessary wood trim (interior and exterior), sills and jambs in the following locations:





.



Replace all broken or missing glass.
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Install complete new window units in the following locations:


.



Install approved storm windows on all windows which currently do not have storm windows (see conformance standards)



Repair/replace as necessary storm windows located at the following locations:




.

EXTERIOR DOORS



Install new front/rear entrance doors with all new door unit components including lockset. Door will be of solid material either wood or metal. Door will include necessary hardware, weatherstripping, threshold, and related items. Apply two coats of paint.



Install approved storm doors on front/rear of house with necessary weatherstripping and threshold.

GENERAL



Apply latex or equivalent caulking to all areas which allow air flow including windows, doors, corner boards, etc.



Replace/install gable vents in the front/rear gables.



Install insulation in the attic to an R-30 factor.



Install fiberglass batt insulation (R-ll) between floor joists. Use staple and/or wire method for installation in an approved manner.



Install new water heater with valve vented to outside.



Install polyethylene on ground underneath house in an approved manner.



Treat house for termites and furnish homeowner with proof of such treatment. Work to be performed by a licensed and bonded exterminating company. Also, the project administrator should be notified of the day and time of such treatment so an inspection can be made.
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INTERIOR



Install a standard hollow—core door/door unit, finished complete with hardware at the following locations: 



.



Build a finished closet with shelf, hanger bar and door with necessary hardware in the following locations: 



.



Install a battery operated smoke detector. Location to be specified by homeowner.

FLOORS



Repair weak spot in floor. Brace and install support as necessary. Replace any deteriorated materials such as joists, sills, sub-floor, etc., in the following locations:


.



Install no-wax vinyl floor covering (cost not to exceed $

for material) in the following areas: 



.



Install carpet (cost not to exceed $
 per square yard for -materials) in the following locations: 




.

WALLS



Replace/repair/install  1/2” sheetrock on existing walls taped, finished and painted with two coats. Sheetrock installed in the following locations: 



.



Install no less than 5/32” wood paneling on walls complete with trim (cost of paneling not to exceed $
 per sheet) in the following locations: 





.



Prepare surface including mending all holes, cracks, etc., and paint with two coats in the following rooms: 



.
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CEILINGS


Install 1/2” sheetrock complete with tape, finished and painted with two coats.



Prepare surface and paint with two coats.



Install celotex in the following rooms:




.

BATHROOM

____
Install new tub and shower stall of fiberglass material. Tub should/should not contain handrail. Install water proof material around the unit and caulk appropriately using silicone caulking.



Replace/install medicine cabinet with mirror.



Install a new sink and vanity.



Install a new commode.



Install water proof material (owner’s choice) such as tile or water-proof paneling on remainder of bathroom wall.



Install a small electric wall heater.

KITCHEN



Remove existing sink and base cabinets. Install new base cabinets of approximately 
 feet. Construction to be of solid wood with a double basin stainless sink and faucet set. Cabinets to include all hardware finished inside and out with stained or lacquered finish. Cabinets to have roll front counter tops with backsplash.



Install wall cabinets of approximately 
 feet in length to match base cabinets. Material to be of same construction as base cabinets.

PLUMBING **ALL PLUMBING TO BE IN ACCORDANCE WITH CITY CODES**



Repair and/or replace all supply and drain lines to the city sewer system to assure proper drainage.



Repair leak in 
.
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Install a pressure relief valve on water heater and vent to exterior.



Bathroom vents to be extended above roof line.

ELECTRICAL



Replace the entrance cable from the meter base to the panel.



Install new 200 amp switchbox.



Rewire entire house to code requirements.



Minimum of four 110 volt electrical outlets are to be installed in each room with two in bathroom. Locations to be designated by homeowner.



Replace/repair light fixtures in the following locations:


.

Fixture allowance not to exceed $
 per fixture, net price to contractor.

HEATING



Remove unvented gas heaters and install a 45,000 BTU floor furnace at location to be designated by homeowner.



Remove unvented gas heaters and install a 45,000 BTU vented gas heater to be located at homeowner’s designation.
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